
 

 

 

TUCRYL HI G 

Extruded acrylic High Impact PMMA in sheets 

 

Properties ASTM STD. Unit Value 

Physical 

SP. Gravity D-792 g/cm3 1,18 

Water Absorption D-570 %@24 hrs. 0,3-0,4 

Light Transmission D-1003 % 91 

Mechanical 

Izod Impact (notched) D-256 J/M 35-40 

Charpy Impact test ISO 179 KJ/m2 50 

Tensile strength D-638 MPa 54 

Flexural Strenght D-790 MPa 80-82 

Rockwell Hardness     55 

Thermal 

Max. Continous Working Temp.   °C 75-80 

Thermal Expansion D-696 cm/cm/°C 10x10-5 
 

Application: 
- Used as constructions and components in civil and industrial engineering: manufacturing of 

stained-glass windows, doors, vaults, green houses, barriers and soundproofing constructions. 
- In light engineering: in light engineering fixture for transport, in lamps for numerous applications. 
- In signal system: signboards, pointers, in light and outside advertising. 
- In home appliances, including for contact with foodstuff, in utensils and other domestic ware, 

including for contact with drinking water up to 80 °C and with foodstuff (cold, dry and hot up to 60 
°C). 

- In sanitary engineering. 
 
Extruded acrylic glass is sheet light- and weather resistant material produced by extrusion 

with smooth surface, improved plasticity and molding capacity. 
 


